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Hiko Cabinets 
Strong lightweight high performance cabinets 
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Features and benefits 

• Suitable for Link Boxes, Multi Service 
Pillars, Metering, and Transformer Feeder 
applications  

• Can be inground, surface, or wall 
mounted, both outdoors and indoors 

• Modular construction making for 
convenient assembly and disassembly 

• Cabinet surface is ribbed to prevent 
postering and has an antigraffitti additive 

• Two individual locking compartments can 
be provided on two door cabinets 

• The cabinet door opens 180° and can be 
easily replaced without special tools 

• Three point fixing on the cabinet doors on  
both lock and hinge side 

• Electrically insulated cabinet for public 
safety with high dielectric strength.  

• No electrical connection between the 
inside and outside of the cabinet 

• Manufactured from Sheet Moulding 
Compound (SMC) to create a strong 
lightweight high performance cabinet 

• Suitable for metering with good RF 
transmission 

• Resistance to corrosion from: low 
concentration acid, alkali, salt and dog 
urine 

• Resistance to many kinds of oils, organic 
solvents and sea water 

• Resistance to UV radiation and 
environmental aging 
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Product  Specifications 

Standard IEC 60439-5:2006  

IP Rating IP43D Additionally protects against tools or wire >1mm 

Lifetime >20 Years  

Cabinet Material SMC  

Lock ½ Euro Cylinder  

Colour Pine Green RAL 6028 With Anti-Graffiti additive 

 
Dimension information 

  

                 Inground Mount                     Surface Mount 
 

Product (Cabinet) 

Max. Number of Ways (vertical 
disconnect) External dimensions (mm) 

DIN2/3 DIN00 Width Height Depth 

CFCBBZH3208940GP 3 6 400 890 320 

CFCBBZH3208960GP 5 10 600 890 320 

CFCBBZH3208980GP 6/7 12/14 800 890 320 

CFCBBZH32089A2GP 10/11 20/22 1200 890 320 

 

Base Product 

External dimensions (mm) 

Width Height Depth 

Inground Base 

CFIGBDZ327540GP 400 750 320 

CFIGBDZ327560GP 600 750 320 

CFIGBDZ327580GP 800 750 320 

CFIGBDZ3275A2GP 1200 750 320 

Surface Base 

CFSMBDZ322540GP 400 250 320 

CFSMBDZ322560GP 600 250 320 

CFSMBDZ322580GP 800 250 320 

CFSMBDZ3225A2GP 1200 250 320 
 
Other literature available on request 
Reports, drawings, technical data sheets, installation instructions, O&M guidelines 
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