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NKT TO Outdoor Terminations 
Overhead link and other outdoor applications up to 36kV 
DS0145 R1 NKT TO Outdoor Terminations 10/2025 

 

 

The NKT TO outdoor termination range is made of silicone rubber for overhead link and other 
outdoor applications up to 36kV. 

 

Features 

 Quick and easy assembly 
 One-piece design with capacitive stress control system    
 Short body 
 Long creepage distance by optimised shed arrangement 
 Use of various cable lug types such as screw type and hexagonal pressing
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TO 12 Technical Details for Order for 6/10(12) kV Cables 
TO 12 incl. crimp type cable lugs for conductor and screening wires 

Cross section 
(mm2) 

Size of 
Termination 

Ø of Core 
Insulation 

(mm) 

L1 
(mm) 

D1 
(mm) 

D2 
(mm) 

 
AI 

 
Cu 

95 3 17.0 – 28.4 270 13 60 26 292 55 26 292 05 

120 3 17.0 – 28.4 275 13 60 26 292 56 26 292 06 

150 3 17.0 – 28.4 280 13 60 26 292 57 26 292 07 

185 3 17.0 – 28.4 280 17 60 26 292 58 26 292 08 

240 3 17.0 – 28.4 280 17 60 – 26 292 09 

 

TO 24 Technical Details for Order for 12/20(24) kV Cables 
TO 24 incl. crimp type cable lugs for conductor and screening wires 

Cross section 
(mm2) 

Size of 
Termination 

Ø of Core 
Insulation 

(mm) 

L1 
(mm) 

D1 
(mm) 

D2 
(mm) 

 
AI 

 
Cu 

25 3 17.0 – 25.0 330 13 90 26 303 51 26 303 01 

35 3 17.0 – 25.0 330 13 90 26 303 52 26 303 02 

50 3 17.0 – 25.0 330 13 90 26 303 53 26 303 03 

70 3 17.0 – 25.0 330 13 90 26 303 54 26 303 04 

95 5 21.2 – 34.6 310 13 90 26 303 55 26 303 05 

120 5 21.2 – 34.6 315 13 90 26 303 56 26 303 06 

150 5 21.2 – 34.6 320 13 90 26 303 57 26 303 07 

185 5 21.2 – 34.6 320 17 90 26 303 58 26 303 08 

240 5 21.2 – 34.6 320 17 90 – 26 303 09 

 

TO 36 Technical Details for Order for 18/30(36) kV Cables 
TO 36 incl. crimp type cable lugs for conductor and screening wires 

Cross section 
(mm2) 

Size of 
Termination 

Ø of Core 
Insulation 

(mm) 

L1 
(mm) 

D1 
(mm) 

D2 
(mm) 

 
AI 

 
Cu 

25 3 17.0 – 25.0 max. 430 13 90 26 446 61 26 446 11 

35 3 17.0 – 25.0 max. 430 13 90 26 446 62 26 446 12 

50 3 17.0 – 25.0 max. 430 13 90 26 446 63 26 446 13 

50 20 21.2 – 34.6 380 13 156 26 446 53 26 446 03 

70 20 21.2 – 34.6 380 13 156 26 446 54 26 446 04 

95 20 21.2 – 34.6 380 13 156 26 446 55 26 446 05 

120 20 21.2 – 34.6 380 13 156 – – 

150 27 28.9 – 43.0 390 17 156 26 446 57 26 446 07 

185 27 28.9 – 43.0 390 17 156 26 446 58 26 446 08 

240 27 28.9 – 43.0 390 17 156 26 446 59 26 446 09 
 
 
Other literature available on request 
Reports, drawings, technical data sheets, installation instructions, O&M 
guidelines 
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